
IU Prototype Tier 2 (AVIDD, IU_ATLAS_TIER2)

Head Node: 192.168.32.230 (grid3.avidd.iu.edu)

Worker Nodes (outbound and inbound [within subnet only] connections): 192.168.32.1 - 96 (bc01 - bc96.avidd.iu.edu) 

Connection Types: Myrinet (interconnect), Gigabit, 10/100 (Management Network), Gigabit (Public) 

Local Force 10 Router 149.165.228.254
(Same rack as AVIDD)

149.165.254.233
(on Switch and Data router, 

connection to Indiana Gigapop)

156.56.249.233
(on IU Bloomington border router, 

Force 10 connection to campus network)

 ul-sd.indiana.gigapop.net - 192.12.206.246
(on University Library router, 

connection to Switch and Data router)

abilene-ul.indiana.gigapop.net - 192.12.206.249
(on the University Library router, 

connection to Abilene)

UC Prototype Tier 2 (UC_ATLAS_MWT2)

Head Node: 128.135.158.198 (tier2-mgt.uchicago.edu)
Compute Nodes (private network): compute0-0 - compute1-31 
Edge Service Nodes: 128.135.158.194 - 197, 209, 210 (tier2-01.uchicago.edu - tier2-06.uchicago.edu)
Interactive Nodes: 128.135.158.199, 200 (tier2-u1, tier2-u2.uchicago.edu)
dCache Nodes: 128.135.158.204, 206, 208 (tier2-d1 - tier2-d3.uchicago.edu)
Storage (private network): se1 - se5.uchicago.edu, atlashome.uchicago.edu

Connection Types: Gigabit (Public, Private) 

chinng-iplsng.abilene.ucaid.edu - 198.32.8.76
()

mren-chin-ge.abilene.ucaid.edu - 198.32.11.98
()

 v624router.uchicago.edu - 128.135.158.193
())

MREN-IWIRE-10G-local.uchicago.edu - 128.135.247.121
()

MREN-IWIRE-10G-local.uchicago.edu - 128.135.247.122
()

chin-mren-ge.abilene.ucaid.edu - 198.32.11.97
()

iplsng-chinng.abilene.ucaid.edu - 198.32.8.77
()

ul-abilene.indiana.gigapop.net - 192.12.206.250
(on the University Library router, 

connection to Abilene)

149.165.254.230
(on Switch and Data router, 

connection to Indiana Gigapop)

156.56.249.238
(on IU Bloomington border router, 

Force 10 connection to campus network)
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